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GENERAL NOTES:
Construction of rumble strip panels will be required on this project at
locations designated on the plans.

Construction of rumble strip panels will be required before opening to
traffic.

If the existing pavement is full depth HMA, then a 'B' Joint shall be
constructed around the perimeter of the patch.

The patch can be up to 14' wide if no new joint is being established or the
patch does not lap over an old joint

The rumble strip panels shall be constructed as shown by sawing or
forming strips of the dimensions indicated.

Refer to Standard Road Plans |RI
construction.

1| for details of joint

Price bid for "Full Depth Finish Patches, by Area," in sq. yds. And "Full
Depth Finish Patches, by Count" each, shall be considered full
compensation for the construction of a full depth patch as detailed hereon.

Price bid for "Rumble Strip Panel (In Full Depth Patch)," each, shall be full
compensation for placing the rumble strips in the full depth patch as
detailed hereon.

(1) Break out concrete within 1-V2” of saw cutwith hand fools fo insure near ver-
tical face. Protrusions less than 2" need not be removed if uniformly tapered
from bottom of saw cuto botom  of patch. A step or ledge on this face s
not allowed

(2) Hlongiudinal subdrain (shoulder) s not o be placed or f not present on side of
roadway fo be patched, then place proposed 3 inch slofied corrugated pipe af
low end of paich

(3) 6 inches granular subbase if required by plan. When placed, granular subbase
should extend over longitudinl subdrain, if present.
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